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vessel lost propulsion because of a fire 
in the engine room. 

(d) You must test and maintain all of 
the equipment required by this part in 
accordance with the attached name-
plate or manufacturer’s approved de-
sign manual. 

§ 27.101 Definitions. 

As used in this part— 
Accommodation includes any: 
(1) Messroom. 
(2) Lounge. 
(3) Sitting area. 
(4) Recreation room. 
(5) Quarters. 
(6) Toilet space. 
(7) Shower room. 
(8) Galley. 
(9) Berthing facility. 
(10) Clothing-changing room. 
Engine room means the enclosed area 

where any main-propulsion engine is 
located. It comprises all deck levels 
within that area. 

Fixed fire-extinguishing system means: 
(1) A carbon-dioxide system that sat-

isfies 46 CFR subpart 76.15 and is ap-
proved by the Commandant; 

(2) A manually-operated clean-agent 
system that satisfies the National Fire 
Protection Association (NFPA) Stand-
ard 2001 (incorporated by reference in 
§ 27.102) and is approved by the Com-
mandant; or 

(3) A manually-operated water-mist 
system that satisfies NFPA Standard 
750 (incorporated by reference in 
§ 27.102) and is approved by the Com-
mandant. 

Fleeting-area means a separate loca-
tion where individual barges are 
moored or assembled to make a tow. 
The barges are not in transport, but 
are temporarily marshaled, waiting for 
pickup by different vessels that will 
transport them to various destinations. 
A fleeting-area is a limited geographic 
area. 

Harbor-assist means docking and 
undocking ships. 

Limited geographic area means a local 
area of operation, usually within a sin-
gle harbor or port. The local Captain of 
the Port (COTP) determines the defini-
tion of local geographic area for each 
zone. 

Operating station means the principal 
steering station on the vessel, from 
which the vessel is normally navigated. 

Towing vessel means a commercial 
vessel engaged in, or intending to en-
gage in, pulling, pushing, or hauling 
alongside, or any combination of pull-
ing, pushing, or hauling alongside. 

Towing vessel in inland service means a 
towing vessel that is not in ocean or 
coastal service. 

Towing vessel in ocean or coastal serv-
ice means a towing vessel that operates 
beyond the baseline of the U.S. terri-
torial sea. 

We means the United States Coast 
Guard. 

Work space means any area on the 
vessel where the crew could be present 
while on duty and performing their as-
signed tasks. 

You means the owner of a towing ves-
sel, unless otherwise specified. 

§ 27.102 Incorporation by reference. 
(a) Certain material is incorporated 

by reference into this part with the ap-
proval of the Director of the Federal 
Register—in accordance with 5 U.S.C. 
552(a) and 1 CFR part 51. To enforce 
any edition other than that specified in 
paragraph (b) of this section, the Coast 
Guard must publish notice of the 
change in the FEDERAL REGISTER and 
make the material available for inspec-
tion. All approved material is available 
at the U.S. Coast Guard, Office of De-
sign and Engineering Standards (G- 
MSE), 2100 Second Street SW., Wash-
ington, DC 20593–0001, or from the 
sources indicated in paragraph (b) of 
this section, or at the National Ar-
chives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) The material approved for incor-
poration by reference in this part and 
the sections affected are: 
American Boat and Yacht Council 

(ABYC), 3069 Solomons Island 
Road, Edgewater, MD 21037–1416 

H–25–1986—Portable Fuel Sys-
tems for Flammable Liq-
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H–33–1989—Diesel Fuel Sys-
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